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Model 10814E

Model 10388E

E & H Bends
10814E...................................................... WR340, Aluminum, 90O E-Plane
10814H..................................................... WR340, Aluminum, 90O H-Plane
11814E...................................................... WR340, Copper, 90O E-Plane
11814H..................................................... WR340, Copper, 90O H-Plane

U Bends
10388E...................................................... WR340, Aluminum, E-Plane
10388H..................................................... WR340, Aluminum, H-Plane
11388E...................................................... WR340, Copper, E-Plane
11388H..................................................... WR340, Copper, H-Plane

The Bend’s length varies based on customer’s specifications.

Accessories are custom built to customer specifications. 
Contact the company for a quotation on any other custom accessories.

BRS-EBS (MMDS) Accessories

Model 4662 Low VSWR Terminations

	 Model	 Connector	 Impedance	 Frequency 	 Return Loss	 Power 		
				    (MHz)		  Rating	
	 4662-01	 N Male	 50 ohm	 0-1000	 32 dB Min	 1W Max
				    1000-2900	 21 dB Min			 
	
	 4662-10	 N Male	 50 ohm	 0-1000	 32 dB Min	 10W Max
				    1000-2900	 21 dB Min
	
	 4662-25	 N Male	 50 ohm	 0-1000	 32 dB Min	 25W Max
				    1000-2900	 21 dB Min	

Model 
10602-2

Model 
10602-1

Model 
10601

Model 
11600

Model 
4662

Model 10600 & 11600 Termination End Plate
Used to block off the one side of the broadband waveguide.  Complete with 
hardware. Model 10600 is made of aluminum and 11600 is made of copper.

Model 10601 Spacer
This spacer mates to UG-1712/U WR340 flange and provides a non-galvanic transi-
tion from copper/brass flanges to aluminum flanges.

Model 10602 Mounting Bracket Kit
All combiners shipped include mounting brackets and hardware.  Please designate 
preference on all combiner orders. Additional kits may be ordered separately.

10602-1   	 A pair of mounting plates          
         		  for “upright” combiner 
		  mounting.

10602-2   	 Optional mounting kit for 
		  low ceiling clearance 
		  and easy access.

Specifications

	 Model	 Freq.(MHz)	 Connector	 Outputs			  Return Loss	 Loss*	         Power Rating
	 6915-1	 2050-2400	 N Female 	 3dB ± 0.5dB	 21 dB Min	 0.5 dB Max  	   400W Max			 
	 6915-2	 2500-2700	 N Female	 3dB ± 0.5dB	 21 dB Min	 0.5 dB Max	   400W Max
	 11047-1	 2050-2400	 7/8” EIA	 3dB ± 0.5dB	 19 dB Min	  0.5 dB Max	     1800W Max
	 11047-2	 2500-2700	 7/8” EIA	 3dB ± 0.5dB	 19 dB Min	 0.5 dB Max  	   1800W Max
 
	 *Net of 3 dB split loss


